
Acquire all incoming data from MOTOTRBO radios.
StreetTrek Location & Messaging ServerTM is a solution specifically designed to acquire all incoming data 

from the MOTOTBRO™ Professional Digital Two-Way Radios.

Contact us today to find out how StreetTrek Location & Messaging 
Server can help you better manage your mobile and portable assets. 
866.531.7676  |  www.StreetTrek.com

MOTOROLA, MOTO, MOTOROLA SOLUTIONS and the Stylized M Logo are trademarks or registered trademarks of Motorola Trademark Holdings, LLC and are used under license. All other trademarks 
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Keeping you in touch. Keeping you in control. StreetTrekTM. A division of Comtran Associates, Inc.

StreetTrek Location & Messaging Server TM
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• Requires control stations.

• Optimized for applications when network connectivity at the 
    repeater site(s) is not available.

• Easy installation and configuration.

• Allows for saving of all inbound and outbound messages.

• Enables connection of MOTOTRBO radios to StreetTrek, 
    StreetTrek3™, StreetTrek Explorer™ and Simple Text 
    Messaging™ clients.

• Required to connect multiple mapping or text 
    messaging clients.

Single User/Server System
• Microsoft® Windows® XP; Windows Vista; 
   or Windows 7 (Both 32 & 64 Bit Versions)

• 3 GB of RAM

• 250 GB of available hard-disk space

• 1.5 GHz or greater processor speed

• 1 free USB port per MOTOTRBO radio

• Ethernet connection to LAN/Internet

Client System
• Microsoft® Windows® XP; Windows Vista;
   or Windows 7 (Both 32 & 64 Bit Versions)

• 3 GB of RAM

• 250 GB of available hard-disk space

• 1.5 GHz or greater processor speed

• Ethernet connection to LAN/Internet


